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Prevodovky P -"P !  a P K  sú urèené pre priamy pohon bubna autodomie!avaèa betónovej zmesi s ú"itkovým obsahom bubna 6 # 16 m3.
Bubon nadstavby autodomie!avaèa je v aplikácii namontovaný na hnaciu prírubu prevodovky, ktorá prená!a krútiaci moment z hydromotora na 
bubon autodomie!avaèa. Prevodovka zároveò slú"i na ulo"enie prednej èasti bubna. Prevodovky P ./  sú dodávané alternatívne 0"1234145"16"
74819":;<=68>4"?4@16:;1A;"B/C"6"F;@"12341G"16"74819":;<=68>4"?4@16:;1A;"BHC-"=<A:45"=<A"6>I;<16IJ7;"0"1234145"16"74819":;<=68>4"0L"54M19"87;"
7N34I47;1A6Q"=<679"6"S679B Na pohon mô"u by$ pou"ité rôzne typy vyrábaných hydromotorov. Pri pravouhlých prevodovkách P K"TU  a P W"TU sú 
mo"né dve vyhotovenia # =<679"0"4@16:;1J5"P K"6"S679"0"4@16:;1J5"P WB
%=>AX2ZA6"=<;74847A;X"P "TH"6"P "[H"=<;8=4X>682"=4GMAIA;"I6X934"3N8<6G>AZX934"=4341G-"XI4<\"@6F;@=;:J"Z;>X47\"=<;748"=4341G"5A1B"A]/̂ UB

Pre prevodovky P ","P !","P K  sú charakteristické nasledovné vlastnosti:
% osvedèený princíp náhonu % spo¾ahlivá prevádzka % unifikovaná kon!trukcia % nízka hluènos$ % vysoké výstupné momenty % jednoduchá údr"ba
P<A"4F_;812761J""_;"=4I<;F19"G7A;0`Q"IN=-"7N34I47;1A;"6"=4:;I"@GF47"=60I4<X6"3N8<454I4<6-"16=<BQ"P ./B/-"=<672-"@]H/B

GEARBOXES FOR TRUCK CONCRETE MIXERS PM ± PMC ± PMK 
Gearboxes PM, PMC and PMK are used for direct drives of truck mounted concrete mixers with the drum capacity from 6 to 16 m3.
Drum is in application directly mounted to the driving flage of the gearbox, which is transmitting torque moment from hydraulic motor to drum. 
Gearbox is used to support of front drum part, as well. Gearboxes PM51 are available with water pump drive ± (version .1) and without water 
pump drive (version .2). Two versions are produced by PM51.1: left and right. Various types of standard hydromotors can be used.
PMK 60 (right version) and PML 60 (left version) are designed as ªright angleº gearboxes.
Application of gearboxes PM 62 and PM 72 is subject to use of such hydraulic drive, which assures total ratio min. i=130 of the drive.

Gearboxes PM ± PMC ± PMK are characterised by:
*verified drive principle       *reliable operation       *unified design       *low noise       *high output torque moments       *simple maintenance
It is necessary to declare by order: type, version, number of motor shaft splines, for example: PM51.1, right, z=21
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1  Corazový hranol na predný podstavec   3  -lejoznak Dnalievacia zátkaE   ;  Fávesné oko
    Stop block on the front pedestal        Oil gauge (oil filler plug)       Hanger 
8  Pois$ovacia skrutka príruby DtransportE   A  Gypú!$acia zátka    6  Hrú"ok 18;I; 
    Fixating bolt of the flange (transport)       Oil drain plug        Ring
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G!etky typy
All types

Náhon pre vodné èerpadlo s prevodom do rýchla u J <,3=
Drive for water pump i = 0.39

GK/-&-GLNML .1
VERSION .1
s náhonom vodného èerpadla na pravej strane
with water pump drive on the right side

GK/-&-GLNML .1
VERSION .1
s náhonom vodného èerpadla na ¾avej strane
with water pump drive on the left side

GK/-&-GLNML .8
VERSION .2
bez náhonu vodného èerpadla
without water pump drive
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P K"TU P W"TU
GK/-&-GLNML P4OGQ
RIGHT VERSION

GK/-&-GLNML ROGQ
LEFT VERSION
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Po"iadavky na iné ve¾kosti prevodoviek typu P+B a na ne!tandardné technické parametre je potrebné prekonzultova$ s výrobcom.

It is necessary to consult all requests for non-standard sizes of gearboxes PSB and/or non-standard technical parameters the gearbox producer.
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PREVODOVKY"PRE"c(%!#O*dR*E"'E(O*dRKY","Pc'
Prevodovky typu P+B slú"ia na pohon stacionárnych betonáriek. Gyrábané sú v ;?tich ve¾kostiach: P+B ;<<, P+B 1<<<, P+B 1;<<, P+B 8;<< 
a P+B 3<<<, pod¾a objemu bubna betonárky.
Prevodovky P+B ;<< a 1<<< sú dvojstupòové planétové prevodovky dodávané ako kompaktný celok s elektromotorom. Llektromotor je s prevodovkou 
spojený cez prírubu, prièom centrálne koleso 1. stupòa je nasadené priamo na hriadeli elektromotora. 
Prevodovky P+B 1;<<, P+B 8;<< a P+B 3<<< sú rie!ené ako dvojstupòové planétové prevodovky s ku"e¾ovou predlohou. Na strane vstupného 
hriade¾a sú vybavené prírubou, umo"òujúcou pripojenie k elektromotoru cez kardanový hriade¾.
-krem !tandardných prevodových pomerov je mo"nos$ objedna$ si aj ne!tandardné prevody v rozsahu, ktorý je uvedený v tabu¾ke. 

GEARBOXES FOR STATIONARY CONCRETE MIXERS ± PSB
Gearboxes PSB serve as the drives of stationary concrete mixers in the batching plants. They are produced in 5 sizes: PSB 500, PSB 1000, 
PSB 1500, PSB 2500 and PSB 3000 based on the drum capacity of mixer. 
Gearboxes PSB 500 and PSB 1000 are two-stage planetary gearboxes delivered as compact sets with el. motor. Gearbox is connected with el. 
motor through the flange, sun gear of the 1st stage is located directly on the shaft of el. motor. 
Gearboxes PSB 1500, PSB 2500 and PSB 3000 are two-stage planetary gearbox with bevel countershaft. Output shaft is equipped by the flange 
that allows connecting to the driven machine by cardan shaft. 
The gearbox can be also supplied with non-standard gear ratios that are specified within Basic technical data.
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Design of PM and PSB gearboxes was 
supported by special design software with 
respect to results of tension analysis made 
by method of finite elements and with 
sight of achieving high working reliability 
and economy.
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